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ABSTRACT 


The purpose of this thesis is to investigate the 
processes involved when combining independently-compiled 
ALGOL 68 programs. The difficulties which exist due to 
certain features of ALGCL 68 are explained. A possible 


solution to these difficulties is then described in detail. 
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Chapter 1 


Introduction 


The need to te able to design large computer 
programs in terms of smaller, more easily managed, 
subprograms and to provide accessible libraries of 
freguently used routines is well known. This paper discusses 
the processes involved when combining ALGCL 68 subprograms 


to perform one complete function. 


ALGOL 68 is defined by the “Report On The 
Algorithmic Language ALGOL 68". It was intended that this 
language be a successcr to ALGOL 60. A ccmplete 
implementation of ALGCL 68 is being attempted at the 


University of Alberta. 


There are various features of ALGCL 68 which provide 
programmers with very powerful and general facilities, 
different from other languages. One such facility is the 
variety of available data types (which are described in 
detail below). However such facilities necessitate 
nonstandard tasks to be performed when implementing the 
language. The features cf ALGOL 68 which influence the tasks 


involved when combining ALGOL 68 subprograms will be 
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discussed. 


There are several types of programs which are 
commonly used to do the standard job of combining 
Subprograms. These are loaders, linkage-editors, and library 
builders. The term ‘linking programs will be used in 
reference to these three programs. A brief description of 
their tasks will be given in order to provide some 
understanding of the standard linking functions which are 
done when combining subprograms. This description is also 
necessary in order to understand the implementation of 
several nonstandard tasks which the linking programs must 


perform in order to combine ALGOL 68 subprograms. 


Several solutions to the problems involving the 
combining of independently compiled ALGOCL 68 programs wiil 
be discussed. The solution used in this implementation of 
the language will be outlined in detail. The tasks required 
of programmers who wish to combine ALGOL 68 subprograms, as 
well as the job of the ALGOL 68 compiler will be described. 
Details of the nonstandard jobs which the lirking programs 


will need to perform are aiso given. 
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Chapter 2 


The Linking Programs 


The technique of modular programming is widely used; 
it involves the segmentation of programs into logical units 
called modules. The reasons for such segmentation are: 

1) The coding and testing of individual modules can be 
done in parallel; 

2) Coding can be reduced by having widely-used modules in 
libraries which are available to many programs (thus, also 
reducing the amount of testing time); 

3) Modifications can be made to a single module without 
having to retranslate the whole progran; 

4) Different programming languages can be used for the 
different modules. 

Because these modules are translated independently, it is 
necessary to be able to combine them into a complete 


program. 


There are two kasic tasks involved in the combining 
of modules to form a complete pregram for execution. The 
first is the resolving of symbolic references between 
modules. Consider two modules A and B. If the identifier 


SAMPLE is defined in A, and thus its value exists in A, then 
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B may contain a symbolic reference to SAMFLE. When B is 
combined with A, this reference must be resolved by placing 
the address of the value of SAMPLE where the reference, to 


SAMPLE, was made in B. 


References may also exist within a module. If there 
is a reference to SAMPLE in A then the relative address of 
SAMPLE is placed, by the language translator, where the 
reference is made. A relative address is the displacement of 
a location from some origin. When modules are loaded, all 
relative addresses must be changed to actual memory 
addresses. This process, called relocaticn, is the second 


basic task when combining modules. 


The three programs involved in this combining 
process are the loader, linkage editor and library builder. 
A brief description cf the functions of, and relationships 
amongst, these linking programs will be given in this 
chapter. The details of this description pertain to the 
programs which are used in the MTS operating system at the 
University of Alberta Ccmputing Center, but the generalities 


apply to all such programs. 


AAG iabrary Burider 


Libraries form an important part in the application 


of the technique of modular programming. They are the 
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structures used for storing commonly used moduies so they 
can be easily accessed. A library builder is simply a 
program which builds libraries. The following is a brief 
description cf the form of libraries used here and how they 


are constructed by litrary builders. 


There are two basic parts of a library. The first is 
the part in which all the modules in the library reside. The 
second is the directory, which contains names by which each 
module in the library may te referenced and aiso the 
jocation of each module. The library is designed to speed up 
the locating of modules; for, instead of reading the whole 
of each module to determine whether it is required, a simple 
search through the directory is sufficient. If the name of a 
required module is found, then the module can be read from 
the library starting at the location specified in the 
directory. Ncte that if the names in the directory are 
ordered and a good search method (such as a binary search) 
is employed, then the process of searching for desired 


modules in a library can be very fast. 


A library builder receives as input a set of modules 
from which it forms a likrary. The input modules may be 
separate, or already in some library. The first task of a 
library builder is to determine the size of the directory. 
This is done by reading through all the input modules to 


determine the names by which the modules may be referenced. 
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Then the modules are put into the library one at a time. As 
each module is put into the library, each name by which it 
can be referenced is put into the directory along with the 
location of the module. When all the modules are in the 
library, the names in the directory can be sorted. The 


library is then complete. 


eee Linkage Editor 


The kasic function of a linkage editor (see [1],{2] 
and [3] for more detail) is the processing of an 
indeterminate number of input modules so as to form a single 
output module. This output module contains all the input 
modules as though they had all been translated together. A 
brief description of the input, output, and type of tasks 


done by the linkage editor follows. 


The input to a linkage editor consists of a 
combination of object modules, load modules and linkage 
editor control statements. An object module is the output 
from a language translator and consists of one or nore 
control sections (CSECTs)s A control section is a unit.of 
coding (instructions and data) in which the displacement of 
any position from another position is known and fixed. All 
the references between CSECTS in an object module are 
resolved by the language translator. It is the iinkage 


editor's job to resolve ali references Letween CSECTs of 
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different input modules and to produce a single module fron 
them, with all the cress references resolved. This output 


module is cailed a load module. 


Object and load mcdules are of the same form. First 
are external symbol dictionary (ESD) records. These records 
consist of various fields, one of which is the ESD ‘type! 
which identifies the form (and content) of the remainder of 
the fields. ESD records define the various external symbcls 
contained (defined) within the module and designate which 
symbols external to the module are referenced from within 
it. Next are text (TXT) records which contain the machine 
code (instructions and data) for the module. Following the 
TXT records are relocation dictionary (RLD) records. These 
contain the relocaticn information necessary to relocate any 
relative addresses in the code. Finally, an end (END) record 
designates the end of the module and may specify the entry 
point of the program (i.e., where instruction execution is 


to begin). 


In order to form a load module from the input 
modules, the linkage editor must perform several tasks. It 
must construct new ESD records from the old ones. That is, 
if one module defines an external symbol and another module 
refers to that symbol, then the reference should be dropped 
from the final load module and a relative address replaces 


the symbolic reference. In any module the external symbols, 
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which refer to locations in the code from which relocation 
may be done, are assigned an identification number (ESID). 
This number, rather than an external symbol, is contained in 
the relocation information to designate positions in the 
code. When the ESD records are formed for the output load 
module their ESIDS must ke renumbered (as ESIDs from 
different input modules will likely be conflicting) so as to 
be uniform and unique. When this is done the ESIDS must he 
renumbered in the RLD records to reflect the new set of ESD 
records. The output lcad module is constructed from the 
final ESD records with the resolved references removed, 
followed by the total text of all the input modules and the 
RLD records with their ESIDS properly renumbered, and 


finally the END record. 


The linkage editor is used to speed up the process 
of loading modules. The lcader is saved from having to 
resolve those references which the linkage editor resolves 
when it formed a load module. Thus, for production programs, 
use may be made of the linkage editor to combine the mcdules 
rather than having this done by the loader every time the 
program is to be executed. However, for non-production 


programs, use of the linkage editor is less useful. 


ao Loader 


The function cf the loader (see [4] and [5] for more 
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detail) is to take an input of object modules, load modules, 
and control statements and to then put the text of the 
modules into the memcry of the computer so that it can be 
executed. There are at least three types of loaders, 
distinguished by the jobs which they are capable of 
performing. The three basic jobs are: loading into memory, 
relocating of address constants, and resolving of cross- 
references between the loaded modules. A ‘linking lcader', 
the type which will be described, performs all three of 
these jobs. The other types of loaders are a ‘binary loader' 
(a loader of this type simply places code into memory), and 
a ‘relocating loader' (a leader of this type can do 


relocation as well as loading into memory). 


As the loader reads each input module it places the 
external symbols from the ESD records into a table (ESD 
table) along with all the information defining their type 
and location. Another table is kept of the ESIDS of the 
external symbols of the module. This ESID table also 
contains the address in the ESD table of the corresponding 
external symbol for each ESID. After the ESD records are 
read, the IX1I records are put into memory. Then the RLD 
records are read and the specified relocations are 


attempted. 


Relocation is the process of putting into the loaded 


text the correct memory addresses in place of the relative 
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addresses. The RLD records contain the locations of the 
relative addresses and the locaticns of the points with 
respect to which the addresses are relative. The location of 
a relative address is specified by the ESID of an external 
symbol, which identifies a place in the program. The 
location with respect to which the address is relative is 
specified by the ESID of the external symbol identifying 
that point in the program. If the externai symbols 
referenced by the ESIDs in an RLD record are defined (that 
is, the code which they reference is loaded) then the 
relocation can be done. The loader determines where the 
relative address is by taking the ESID which specifies the 
location of the relative address and searching for that ESID 
in the ESID table. When the ESID is found, the address of 
the external symbol in the ESD table is available. The 
information included with the external symbol in the ESD 
table contains the address at which it was loaded, and thus 
the location of the relative address is known. The address 
of the external symbcl with respect to which the relocation 
#s done is also found by use of the ESID table. The address 
with respect to which the relocation is done is added to the 
relative address, which is then replaced by the sum. All 


relocation is done in this fashion. 


If the external symbol referring to the location 
with respect to which the relocation is done is net defined 


when the relocation is attempted then the relocation can not 
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yet be done. In this case the relocation information is 
placed into a table cf ‘forward references" and the 
relocation is attempted later when the necessary external 
symbols are defined. This table contains essentially the 
same information as the RLD records except that the ESIDs 
are replaced by the addresses in the ESD table cf the 
corresponding external symbols. This is done because there 
is a new ESID table for each module (and o1d ESID tables are 
lost) since ESIDs are module-dependent and, thus, 
duplication cf ESIDs may exist between modules. After each 
module is loaded the table of forward references is checked 
to see if any of them can be resolved. If, after all the 
available modules have been loaded, some relccations still 


need to be done then an error message is produced. 


The loader does the same resolution cf cross- 
references between modules as the linkage editor. However, 
the loader must resolve ail externai references in order for 
the loaded program to be able to execute properly. If any 
are not resolved when the normal input has been processed, 
then the lcader checks for the symbols in two places, the 
system library and the low core symbol dictionary (a term 
used in MTS), which is a directory of resident system 
routines. If there are still unresolved references, then 
loading is stopped and an error message is produced. 


Otherwise the program is ready for execution. 
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The lcader, while doing the above work, also 
determines the entry point of the program (which is the 
beginning of the first loaded CSECT unless otherwise 
specified on an END record or ENTRY type control statement). 
It also can produce a ‘cross-reference table', consisting of 
all the external symbols which were referenced by the 
various modules, and the points from which the references 
were made. The loader can also produce a ‘map' of the 
modules which were loaded, specifying the name and loaded 
address of each module. These functions essentially ccmplete 


the loader's work. 


This brief description of the standard jobs which 
are done by the linking programs is intended to aid in 
understanding the new jobs which will be assigned to these 


programs. 
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Chapter 3 


The Requirements Of ALGCL 68 


Having discussed the standard functions of the 
linking programs, we shall now examine those characteristics 
of ALGCL 68 which may necessitate additional tasks to be 
Carried out ky these programs. A main program may execute 
with an arbitrary number of procedures. If any of the 
procedures were compiled independently then difficulties 
arise. In order to compile an ALGOL 68 program (‘'progran', 
in reference to ALGOL 68, will be used to mean a main 
program or procedure), the compiler needs to have certain 
information about each identifier (including those from 
programs which are inderendently compiled) which the program 
presently being compiled uses. The problem, then, is to 
supply the compiler with this necessary information. There 
are certain situations which require, at execution time, 
that the independently ccmpiled programs which are being 
executed together appear as though they had been compiled 
together. The problem arises, therefore, of linking these 
programs together so as to remove certain compilation 
dependencies (such as different sets of mode numbers, as 
described below). The reasons that these dependencies must 


be removed, as well as the nature of the cther problems 
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mentioned above, will be discussed in more detail in this 


chapter, and soluticns will be presented. 


4.1 Modes 


The problems which were mentioned above all center 

around the modes (data types) used in the prcegrams. ALGOL 68 
has an unbounded number of modes, of which an ALGOL 68 
program may use any (finite) subset. In ALGOL 68, a 
programmer can declare modes (see [6] for details on ail 
ALGOL 68 syntax and terminology) which he wants to use. The 
primitive modes in ALGOL 68 are specified by the declarers: 

int (integer number) 

real (floating-pcint number) 

bool (boolean value) 

Char (character) 

format (ier output on input) 
Programmers may specify other modes in terms of these 
primitive ones by using the following affixes: 

proc (procedure) 

struct’ {structured value with selectors (names) for its 
fields) 

union (For example, an expression of mode union ( real , 
int ) has a value of either mode real , or mode int , and 
this mode may change during program execution.) 


ref (reference to , essentially, an address) 


long (this refers to precision or range) 
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[isle leise )], etes: (arrayzs) 


Any compiler must somehow associate a mode with each 
identifier in a program. This association can be facilitated 
by the okvious device of assigning a number to each node, 
and then, when an identifier is declared to be of some mode, 
the appropriate ‘mode number' may be stored in the symbol 


table with the identifier. 


Most languages have a small, fixed number of modes. 
For such languages the mode numbers used by their ccmpilers 
Can e€asily be the same frcm ccmpilation to compilation. A 
fixed number of modes and a consistent (between 
compilations) set of mode numbers allows easy checking, at 
execution time, of the mode of the value of an identifier 
from an independently ccmpiled program. This checking, 
although usually not done for most other languages, is 
sometimes necessary (as will be seen later) when executing 


ALGOL 6€ programs. 


ig ALGOL 68, practical s371C= can be placed on the 
number of different modes specified using ref or long but no 
such limits exist for modes using the other affixes. Since 
the number of possible modes is unlimited, it is therefore 
impossible for an ALGOL 68 compiler to assign a unique mode 
number to each mode. The compiler assigns a mode number only 


to each mode used in the program being compiled. As 
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different programs may use different sets of modes, a 
compiler will not likely use the same correspondence between 


numbers and modes for every compilation. 


The incompatibility of mode numbers from compilation 
to compilation needs to he overcome, due to requirements at 
both compilation and execution time, in order that 
incependently ccompiied programs may be executed together. We 
will now consider in more detail the nature of this 


incompatibility. 


Sa Compilation Time Reguirements 


In dealing with modes, the first job a compiler has 
is to keep a description of each mode. This description (see 
5.1 for more detail) is -ased upon the fact that any 
'declarer' of a mode must be finite. These descriptions are 
kept ina 'mede list'. The next (or simultaneous) job the 
compiler has is associating each identifier, indication (an 
abbreviation for a declarer), and operator, with its mode. 
This can be done by using as mode number the displacement of 
the beginning of the mode description in the mode list, and 
storing these mode numbers in the symbol table with the 


appropriate identifiers. 


The compiler then has the information necessary to 
handle statements (such aS assignations) in the source 


program. Consider the assignation: 
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X2=y 
Assume that x was declared to be of the mode specified by 
the declarer ref amode and y was declared to be of the mode 
specified by the declarer bmode. The compiler must check 
whether the mode-declarers amode and bmode are equivalent 
(see 6.1 for more details), i.e., whether they specify the 
Same mode. Consider the following mode-declarations for 
amode and bmode : 

mode amode = struct ( ref struct ( ref amode first, hool 

Second) first, bool second); 


mode bmode = struct ( ref bmode first, bool second) ; 


4s free 


indeed equivalent and that the assignation is valid. 


So we see that the compiler, after it has a 
description of each mode used in a program, must renumber 
the mode descriptions to reflect any equivalences. After 
doing this, it is capable of handling the modes in the 


statements in the source program. 


If the identifiers do net, a priori, have 
appropriate mode numbers, then the ccmpiler must determine 
whether the nodes of the identifiers may be coerced to be 
appropriate. (Coercions are certain implicit changes of 
modes, called type conversions in other languages. See [6] 
for more details.) If such coercions are possible, then the 


compiler must determine which changes of mode have to cccur 
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and include code in the object program to ccmpute the new 
values corresponding to the changed modes. An example of an 
assignation which invclves coercion is x:=y, where x is 
declared to be of the mode specified by the declarer ref 
real and y is declared to be of that specified by int 
(henceforth the declarer will be used to stand for the 
mode). Here, the value of y must be coerced to the mode real 


before the assignment can be performed. 


As Cah now be seen, the problem at compilation time 
is that the compiler needs to determine the mode of each 
identifier (including those from independently compiled 
programs) which has applied occurrences (an cccurrence of an 
identifier cther than its defining one, in a declaration) in 
the program being compiled. The compiler needs to have this 
information in order to check for equivalence of modes, and 
perform coercions between modes. How the compiler can be 


provided this information is described in the next chapter. 


ais Execution Time Requirements 


A problem of mode determination occurs at execution 
time when a program contains ‘conformity relations‘. A 
conformity relation {as described in [6]; note that syntax 
changes will not change the concepts described) is of the 


form: 
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The modes of the values of x and y are, in general, 
indeterminable at compile time. For this form, the current 
value of y will be assigned to x if the mode of the current 
value of x (with at mest certain alloweé coercions), is the 
Same as the mode of the current value of y (with at most 
certain allowed coercions). An obvious way to ccmpare two 
modes is to compare their associated mode numbers. However, 
as we have seen, the mode numbers are compilation-dependent. 
Thus if x and y are, or contain, identifiers from different 
indepencently compiled programs, then ccmparison of their 
mode numbers will not be meaningful unless the mode numbers 
of the independently ccmpiled programs have keen made 


consistent. 


Before independently compiled programs can be 
executed together, therefore, the modes in all these 
programs must be renumbered so that one uniform set of mode 
numbers is used by all. To facilitate this renumbering, and 
for later convenience (as descrited below), a single mode 
list is built which has a description of all the modes (with 
duplicates removed) used in these programs. Fach new mode 
humber is the displacement from the beginning of the 
composite mode list at which the mode description begins. 
Each occurrence of a mode number in the code must then be 


replaced by the approrriate new mode number. 


This ‘unified' system at execution time is useful 
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for ‘garbage collection’. Garbage collection (see [ 7h) and 
[8]) is the reshuffling of storage so as to recover, for 
usage by the program, storage which it can no longer access. 
Because of the dynamic storage allocaticn features (such as 
"heap" variatles and "flex" arrays, whose stcrage is 
allocated during execution time) provided by ALGOL 68, it is 
virtually mandatory that a garbage collector be provided. If 
the region (‘theap') in which this storage is allocated 
becomes full then a garbage collector is called in to 
reclaim any space which is no longer ee ae to the 
program. The garbage collector needs to determine the 
structure of any value with which it is dealing, and the 
mode list prevides this information. Without such a unified 
system, the garbage ccliector would need to determine, with 
each instance of a mode number, which mode list to use to 
find the correct mode description. This would require the 
use of additional information with each block of code, to 
designate the appropriate mode list. The garbage collector 
would, of course, also need access to all the mode lists of 
the different modules. Thus garbage collection is made 
Simpler and the amount of storage needed for the program is 


decreased by this unified system. 


Other routines, such as a general move routine, are 
also made simpler by this unified system. For instance, a 


general move routine may be employed to move all of, or 
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portions of, a value. A mode description is needed, to 
provide information akout the structure of the value 


concerned. Thus complications are removed by using this 


unified system. 


in summary, it is clear that it is necessary to 
remove compilation dependencies of modes ky execution time. 
That is, there must exist a single mode list and uniform set 
of mode numbers for all the modules being executed together, 
just as if they had been compiled together rather than 


independently. 


Those charteristics of ALGCL 68 which cause 
difficulties at compilaticn or execution time, when a main 
program and independently compiled procedures are to be 
executed together, have been discussed. Solutions to these 
difficuities have been presented. Implementation of these 


solutions is explained in detail in the fclliowing chapters. 
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Chapter 4 


Additions To ALGOL 68 


As was discussed in the previous chapter, an ALGOL 
68 compiler must have information regarding each identifier 
(specifically, its mode) which any program being compiled 
will need in order tec be able to execute. This information 
can be supplied to the compiler by the programmer if certain 
additions are made to ALGOL 68. Details of these additions 
as well as a description and evaluation of the facilities 
these additions allow programmers, in regard to executing 
together independently ccmpiled programs, are given in this 
Chapter. An alternative method for providing the compiler 
with the necessary information is descrited and evaluated in 


Chapter seven. 


ii. 4 Details Of The Additions 


A programmer must inform the compiler about those 
identifiers which have their defining occurrences (the 
occurrence of an identifier at which it is declared) in an 
independently compiled program, and those which, with 
defining occurrences in the present program, may have 
applied occurrences elsewhere. Any required information is 


supplied immediately preceding the program. 


i seer’ oT sons tl a 7 


- _ ‘ 


a) 7 oe 
aed at santo soieox ets svanoblaions 1 e 


myer oyahh Totes SULOSFOO yw 14. 
7 (as, GRP T Wbacess aoe (eSom Sth y¥ile 3229 

wo 7 - 7 | 

Het sate TNd es it .at ‘> 33 $4.09 Teeto vs eR 


sows Gh Wawwgrerrs «: 


ot arvad Ate rh ow § Sq) rk 


iweoan Bul? | * tio? £39.10 


ee © (ohw wes © @L > +s f8 @ } oF efrah saat ris 
inured SORT Git) Fo. ferreve~” ia §Gt D1 re. a 4 gt 
a ’ : - 
co a oa Hie? ie 44 inocte eottn udok sihte 1 = ot 
= , . : = 
ee) ea "brs pats Seu 
qs Pubdbersd ie iti ice jf 4 ¢23 bir sey 2 
; - - 1 7 - ; 
0h @tonul eve Boe. pals a] tivawid? v4 - — ray 
: 7 : - 
i sn 7 ; ‘4a sea ts: s5H2 
’ ; a 
. : 
| ae : | puasel aa 3. JI ¢iiara4 of, 
| AY < : =o 
: a : n J 
-_ ode 3a 6 L@alec miy « i= rein or TtE as4y At, 
| a ae pind ARAL SyL0i% } if- igh iw £7 ‘nt ra igh. 


Hef 
sandon wee: a4 diwt dw ls 3582 TH 4 fs 
ip gai pia hin aa ada rs 
e = -_ 2 ia ae > 
PE RMN Fee onan saheDats 


“ afl, as — ‘ 


a3 


This information takes three forms. The first form 
consists of any mode-declarations which might be necessary 
for the other two forms. These mode-declarations are tc be 
treated by the compiler as if they occurred in range number 


zero ({1.¢€., outside the outermost block) of the progran. 


Cne other form, calied an texternation', is a list 
of all the identifiers which have their defining occurrences 
external to the program being compiled and have applied 
occurrences within it. The syntax (in terms cf the syntax in 


[oj eLOn Externations is; 


externaticn: external symbol, item list. 
item: formal parameter, renaming option. 


renaming: equals symbol, identifier. 


The order of the items in the item list is irrelevant. 
Consider the following example of an externation: 

external real variablename = outname, 

proc ({ real , int) zeal nane 

There are two items in this externation. The first item 
makes use of a renaming (to specify the identifier outname, 
as described below). The identifiers variablename and name 
may have applied occurrences within the program being 


compiled. More detail on externations is given below. 
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the last form of inforiiation is a list of 

identifiers which have their defining occurrence in range 
number one of the program being compiled and which may have 
applied occurrences within independently compiled programs. 
This list is called a *gichalation*, for which the syntax 
252 

globalation:s: glohal symbol, gicem last. 

gitem: identifier, renaming option; virtual plan, 


operatcr, renaming. 


A representation for global-symbol is global. The 
order of the gitems in the gitem list has no significance. 
Consider the following example of a glichalation: 

global insidename = outname, 

( reali , int ) bool + = ribplus, name 
There are three gitems in this globtalation. The first makes 
use of renaming to specify an identifier (outname) which can 
be used in an externation to refer to the identifier 
insidename. The second gitem must contain a renaming since 
an operator is involved and only identifiers may be used in 
externations. The identifiers insidename and name as well as 
the specified operator + must all be defined within the 


program being compiled. More detail on globalations is given 


below. 
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4.2 Facilities Provided 


The above-mentioned additions will ncw be considered 
with regard to the facilities they provide tc programmers. 
Also, details of the uses that the compiler has for the 
information provided ky means of these additions, are 


descrited. 


An externation is the means by which a programmer 
informs the compiler cf all the identifiers (and their 
modes) which have applied occurrences within the program 
being compiled, but have their defining cccurrence in an 
independently compiled program. The compiier is to assume 
that these programs will be executed together and, 
therefore, allotting cf storage, for the value cf any of 
these identifiers, is done by the program which contains the 


defining occurrence of the identifier. 


The identifier ccntained in the fcrmal parameter of 
an item is the identifier which can have applied occurrences 
within the program. In order to allow programmers the 
ability to use meaningful identifiers within any one 
compilation and still net limit the length of identifiers to 
eight characters (as is required by many system programs), 
the renaming option is included in the syntax. This allows 
an identifier defined in one program to have applied 


occurrences in other programs, under the alias specified by 
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the renaming. The renaming is used to specify which 
identifier, if different from the one of the formal 
parameter, is ‘made global! (as described below). The 
identifier of the renaming (if there is one) will be 
referred to as an ‘external identifier' ( or, an identifier 
‘made external'). If there is no renaming, then the 
identifier of the formal parameter will be the one made 
external. Note that applied occurrences, in the progran, of 
the identifier of a fcrmal parameter correspond to a global 
identifier which is identical to the external identifier of 


the item containing the formal parameter. 


Fy this method, the compiler is provided with the 
information required for handling applied occurrences of 
identifiers which have their defining occurrence in a 
different pregram. The compiler uses this information for 
producing an external reference (ESD record) for each 
external identifier. The compiler also produces an ‘external 
table' which contains ali the external identifiers and their 
associated mode numbers. This facilitates checking, at 
linkage time, whether the global identifier and identical 
external identifier {frcem a different program) are, in fact, 


of the same mode (as is necessary for proper communication). 


A globalation is the means by which a programmer 
informs the compiler of any identifiers or operators which 


have their defining occurrence within range number one of 
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the program, and which may have applied cccurrences in 
independently compiled programs. The defining occurrence 
must occur in range number one to ensure that an applied 
occurrence of an identifier has a defining occurrence to 
identify. The identifier which is considered ‘global' (or 
‘made global') is the identifier of the renaming, if any. If 
there is no renaming, the identifier which is the gitenm is 
considered global. It is the first identifier of a gitem 
which has its defining occurrence within the program. The 
renaming is only included in the syntax so that identifiers 
used in programs are not restricted in any manner. It is the 
identifier made global which can be used in an externation 


as an external identifier. 


The compiler uses the information about the global 
identifiers to produce an ESD record for each global 
identifier. These records specify, for the linking programs, 
the locations of the values of the identifiers. The compiler 
also produces a 'glokal table' which contains all the global 
identifiers and their asscciated mode numbers to facilitate 
checking at linkage time whether the global identifiers and 
identical external identifiers (from different programs) are 


in fact of the same mode. 


The globalation and externation for a main program 
and procedure will new be considered. For a main program, 


the externation contains an item for each independently 
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compiled procedure with which it will be executed. The 
globalation contains a gitem for each identifier (or 
operator) which has its defining occurrence in range number 
one, and which may have applied occurrences within the 


procedures which are to be linked with the main program. 


For a procedure, the externation contains an item 
for each identifier which has an applied occurrence within 
the procedure, but has its defining occurrence in an 
independently compiled main program. The globalation 
contains only a gitem for the global identifier referring to 


the procedure itself (note that this could be a default). 


Global (and external) identifiers, cther than those 
referring to a procedure, must have their defining 
occurrence within a main program. This is to ensure that an 
applied occurrence of an identifier can identify the 
defining cccurrence. Note that identifiers defined within a 
procedure can only be identified (by an applied occurrence) 


during the duration cf the execution of the procedure. 


It is obvious that use of these additions to supply 
the compiler with the necessary informaticn has put no 
restrictions on the order in which main programs or 
procedures need to be compiled. Also, no restrictions exist 
on the identifiers used in a program, because the 
communication between programs is achieved using the 


external and global identifiers, which are not necessarily 
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the same as the identifiers used in the programs. Thus the 
above method allows the execution of independently compiled 
programs together, with a high degree of intercommunication 
and no major restrictions. An alternate method for providing 
the necessary information to the compiler is described and 
evaluated in Chapter seven. Solutions to the execution time 


problems are discussed next. 


ta 
a 


‘> ery’ ; 
= 7 7 . e 
= 


7 ry ; 
¥ me ry ¥ Tap tit 

Clade 
—_ ee 


ats 0 a : _ : 
Ss * By anes Oe onda sit TO hes e aia’ 
ame pivot tod Law: Me ie Puntos’ iv 46 Lent oan sot aa 


7 | eo 

bus is ct bale eels 1-1 ; hw conteargial pines: on Ge. 
- : : : 

held AGEHEKOles of etc rare .aps eaget) at tore 


eG 


30 


Chapter 5 


New Tasks For The Compiier And Linking Programs 


When executing independently compiled ALGOL 68 
programs together, one uniform set of mcdes and mode numbers 
must, in general, be used by all the programs. This uniform 
set of modes and mode numbers is created at linkage time. 
The details of the output from the compiler which facilitate 
this linking, and the actual linking which is done by the 
linking prcgrams are described in this chapter. Alternative 
methods for solving the execution-time requirements (which 
were described in Chapter three) will be discussed and 


evaluated in Chapter seven. 


Bed The Compiler 


The compiler must provide the necessary information 
for creating the composite mode list and for replacing the 
old mode numbers in the code with the new ones. It must also 
provide the informaticn for checking identical global and 
external (from different programs) identifiers to see 
whether they are in fact of the same mode. Ali this 
information is placed in a CSECT in the object module 
produced by the compiler. This CSECT will be referred to as 


the 'mode CSECT* (its detailed description is given below). 


et 


ry an ice. pane 


yak je » ede 


Pa) 850. A ‘Uae Palo bt teo| e8p: tet fax i ass: 
at pu a af a Pe | be 4 a4 as m> at 
7) fae ? win die hie eshon '< 
: : 
ower. be ha, etd LIeee :2. tuytoraayr aS atters an 
"a opel =i uit rf gainioe Gea. On cer teag = 
ivy “aael ry al a al ¥ ney Grp: Men ie 
fry ee Tigre? “ - ipile, 24 
Ae haivinows «4 i weak zr 1) 19eeh 
og" 1 
a ' aa 49 
- a 
ae aaa Lf yan 7 Som 2ehige oo ws? * 
ea) ¥ ant; a nL i Lif vo atten “ 


rs jan > om pan 4binnc! Or an ! oe 


eas io, La Deven 3d = 
rere ae 
be Rt ~ 
a 7 


es 


ts 
. 


31 


SS —— 


| length of mode list 


em a i a ns ee 


a ce a rs a 


me ee ee 


number of modules 


a a a se 


section table 


eon ce ee SE oe 


sections 


i 
I 
| 
| 
be So ee 
i 
| 
Jj 


| 
| 


oe 


Figure 1 


Format of a Mode CSECT 


A new ESD type (ESD types are discussed on page 7) 
is needed to identify mode CSECTs. This ESD type will be 
called AL (for ALGOL). Whenever a compiler produces an 
object module for an ALGCL 68 program which will be executed 
together with other independently compiled ALGOL 68 
programs, it must include a mode CSECT and an ESD record for 
this CSECT. The record will include the associated ESID, the 
relative starting address of the CSECT, the name of the 
ESECT (usually all blanks), and the length of the CSECT. 
Thus the linking programs will be aware cf mode CSECTS in 


modules. 
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A mode CSECT will now be described in detail (see 
Figure 1). Note that there is no executable code ina CAECT, 
but rather lists, tables, counters and working space for the 


linking programs to use. 


The first two parts of the CSECT are the lengths of 
the mode list and tag table (a table containing all the 
selectors for struct-type mode descriptions in the mode 
list). These lengths are included because they way vary 


between different mode CSECTs. 


The next part of the mode CSECT is the mode list 

(see [9] and [10] for an alternate mode list format). This 
contains a descripticn of each mode used in the module (or 
modules, in the case of a library). The mode list consists 
of an indeterminate number of entries which are of fifteen 
different types. The different types are: 

int, veal, bool, char, format; void, bits, bytes, sema, 

row, icng, ref, proc, union, and struct. 

Each type is assigned a ‘mode type number’. These numbers 
are consistent between different mode CSECTs. Possible mode 
type numbers for the above types might ke zero through 
fourteen. These numbers have no relation to mode numbers, 
which are used to associate identifiers to their modes. The 
format of the different types of entries will now be given. 
The fields of the entries are delimited by the character | 


in the formats of the various table (or list) entries given 
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in this chapter. 


The mede list contains only one entry for each of: 
int, real, bool, char, format, void, bits, bytes, and sema. 
These entries form the constant portion of the mode list and 
are the same in every CSECT. The entries for these types are 
of the following format (the zero is included for address 
alignment purposes on the IBM 360 series of computers; there 
is no other significance to this field). 


}! mode type number { zero |{ 


The other entries vary in format, depending on their 
mode type. Where 'displacement' is used in the format of a 
ane, it is the displacement from the beginning of the mode 
list where a mode description, which is being referenced, 
begins. The abbreviation 'm.t.n' will be used to mean 'mode 


type number’. 


Entries of types row (used for arrays) and long are 

of the fcllowing format: 

| met.n | number | displacement | 
For entries cf type rew, the number in the format is the 
number of dimensions and the displacement points at the mode 
description for the elements of the array. For entries of 
type long , the number in the format is the number of times 
long is used in the mcde-declarer, and the displacement 


points at the mode description being referenced. 
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Entries of type ref are of the following format (the 
zero is for alignment purposes again, and has no other 
Significance): 

{ me.t.en | Zero | displacement | 
The displacement in the above format points at the mode 
description which is referenced by the ref in the mode 


declarer. 


Entries of type proc are of the following format: 

{ m.t.n | number (m) |...| displacement |...| 
There are m displacements in the above format, one for the 
mode of each parameter, followed by one for the mode of the 
value (if there is one) returned by the procedure. If the 
number of displacements in the mode description (prior to 
being placed in the mode list by the compiler) was not odd 
then an extra negative-valued displacement is included by 
the compiler, at the end of the entry (in order to maintain 
address alignment on the IBM 360, and thus may not apply to 
other implementations) and m is increased by one. This 
negative-valued displacement is ignored when considering the 


mode description in the mode list. 


Entries of type union ee of the following format: 
{| m.t.n | number (m) { length {...| displacement |...] 
There are m displacements in the above format, one for each 
of the modes used in the union. The length field contains 


the maximum length which a value of this mode may occupy in 
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memory. If the number of displacements in the mode 
description (prior to being placed in the mode list by the 
compiler) was not even then an additional negative 
displacement is included by the compiler, at the end of the 
entry (for alignment purposes on the IBM 360) and m is 
increased by one. This negative-valued displacement is 


ignored when considering the mode description in the mode 


ELSt « 
Entries of type struct are of the following format: 
{ m.t.n | number (m) { length |... 
{| disp | displacement |...]| 
There are m/2 pairs of the form | disp | displacement | in 


the above format. 'Disp' is the displacement from the 
beginning of the tag table where the tag, corresponding to 
the field of the struct whose mode description is pointed at 
by the displacement in the pair, begins. Tags are the 
(programmer) assigned selectors of the fields of a 
structure. There is cne pair (as described above), in a mode 
description, for each field of a structure. ‘Length', is the 
length in memory which the non-varying porticn of a value of 


this mode would occupy. 


Next in the mode CSECT is the tag table. This table 
contains all the tags for the entries of type struct in the 
mode list. The entries in the tag table are of the following 


form: 
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i length | identifier | 
The Length is the number of characters (minus one) in the 
identifier. If necessary, the tag table is padded at the end 


to align (again an IBM 360 dependency) the next part of the 


mode CSECT. 


Let uS now consider a sample mode-declarer and its 


description in a mode list. Consider the mode-declarer: 


SS = 


Assume that the mode type numbers zero through six were 
assigned tc the types int, teal, bool, dong, ref, struct, 
and proc respectively. All displacements in the mode list 
(in Figure 2) are laktelled beginning with the letter m (note 
that these are the mode numbers). Displacements in the tag 
table are latelled beginning with the letter t. The type of 
entries that would exist in a mode list and tag table are in 
Figure 2. The displacements are indicated on the left of the 
entries. The mode declarers corresponding to the entries 
are: int at ma, real at mb, bool at mc, long long int at nd, 
ref int at me, struct ( real first, bool second) at mf, and 


the whole mcde declarer ( proc etc. ) at mg. 
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Mode List 
OF SS | 
| | i i 
{ zero {| zero | { 
ice SE] co eee ee Ae S0-' en ee 
{ { | | 
{ cone {| zero | | 
oe We Pees | eek? oY ee ee ee 
| { ! | 
| two | zero | | 
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{ { | | | 
| three | two {| ma | { 
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i | | 
{ five | four { Length {ta | mb [tb [| ac |{ 
See es fo edt oe ee a ee a | Sol] Ce el 
—_ | | 
{| six { three |{ mf { md { me | | 
[a ee | 

Tag Table 
{5S ee eee a | 
{ i i 
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WU Net fk Reet SPD | 
{ { | 
tk | five | second | 
ae ee ee = | 
Figure 2 


Sample Mode List and Tag Table 


a | 


The next field is the number of modules. This is one 


unless this CSECT is for a library, in which case the number 


is equal to the number of ALGOL 68 moduies in the library 


which reference the mode CSECT. There is one entry in the 
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section table for each module and there is also one section 


for each module. 


length of global table 


a = 


i 
i | 
| i 
{ | 
i giobal table i 
{ i 
| 
| | 


external table 


a oe ee ee ee 


{ | 
{ | 
| { 
J ' 
{ number cf mode address takles | 
(, eee ety Lee eae | 
{ { 
| information table | 
Ueto Sa8 © eile 6 Oren 6 a1 © oe i 
| | 
| mode address tables | 
a Se pe! ee eee | 
Fagure 3 


Format of a Section 


Each section table entry consists of two fields. The 
first field is zero unless this is a mode CSECT fora 
library, in which case the field is a pointer to an ALGOL 68 
module in the library. The second field contains the length 
of the corresponding section. A section contains the 
information pertinent to one module, such as its external 
and global tables and also a descripticn of where mode 
numbers exist in the code of the module. Thus, sections 
provide information which allows for checking communication 


(that is, checking mode numbers of corresponding global and 
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external identifiers) and replacing old mode numbers by the 
appropriate new ones. The format of a section (see Figure 3) 


Wili now be considered. 


The lengths of the global and external tables are 
inciuded because the size of these tables may vary between 
different CSECTIs . The global table has cone entry for each 
global identifier in the module. The external table has one 
entry for each external identifier in the module. The format 
of entries in both tables is: | 


| identifier | feature flags {| mode number | 


The feature flags indicate certain options, under 
which the module containing the external or global 
identifier was compiled. Identical identifiers from modules 
being executed together, must have their feature flags 
match, thus indicating that the code in the modules is 
compatible. Examples of such options are initializing values 
{that is, the identifier expects its value to be 
initialized) and scope checking ( that is, a check is made 
to determine if the value of the identifier exists in the 
blocks of code where it is referenced). There are two flags 
for each option. The first flag indicates whether the cption 
is relevant for the particular identifier. If so, then the 
second flag indicates whether the option should be on or 
off. In order to have proper communication, feature flags 


must match for identical global and external (from different 
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programs) identifiers. 


The number of mode address tables is equal to the 
number of ESD records used to define portions of code 
containing mode numbers. The information table has one entry 
for each mode address table. Each entry has three fields. 
The first field is used by the linking programs and is left 
blank by the compiler. The second field has the length of 
the corresponding mode address table. The third field has 
the ESID (identifying the ESD record) with which the 


corresponding mode address table is associated. 


The mode address table entries are of two forms. In 
either case, the value of the entry indicates a place in the 
code where a mode number exists. If the entry is positive, 
the referenced mode number is to be replaced by the 
appropriate new mode number whenever this module is ccmbined 
with others. If the entry is negative, the referenced mode 
number is to be replaced by the actual memory address of the 
mode description to which it refers, when the program is 
loaded; under other circumstances, such as in library 
buiiding, it is replaced by the appropriate mode number. 
Thus, mode address tables inform the linking programs of the 


locations of mode numbers in the code. 


The description of the mode CSECT is now complete. 
The actual linking (with respect to ALGOL 68 modules) which 


is done by the linking programs will now be described. 
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Dake The Linking Programs 


Forming a composite mode list and replacing the old 
mode numbers by the appropriate new mode numbers can be done 


by any of the linking programs. 


A litrary building program produces a library from 
an input of object modules, lcad modules or other libraries. 
These input modules can be ALGOL 68 modules or otherwise. 
There is no restriction as to the types of modules in a 
fipeary. "A dabrary builder 4s abie to form a composite mode 
CSECT and replace the old mode numbers, by the appropriate 
new ones, in all the ALGOL 68 modules which had a mode CSECT 
on input. The composite mode CSECT is the last entry in the 
library and can be accessed via the last entry in the 
directory. The mode CSECTs from the various input modules 
are not put into the library because all the modules in the 
library use the same composite mode CSECT. However, the ESD 
records in the modules are left intact, for they signify 


that the module references the mode CSECT of the library. 


There are several reasons why a library builder does 
this linking. The first is that having one mcde CSECT rather 
than several saves a significant amount of space in the 
library. The reason for this saving is that the mode list in 


the composite mode CSECT has only one mode description for 
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any two or more equivalent mode descriptions which existed 
in the various input mode CSECTs. Since linking must be done 
(by one of the linking programs) between modules that will 
be executed together, another reason for a library builder 
to do this linking is to save time and space when loading 
several modules from a library. Time is saved in that the 
loader is not required to spend the time iinking these 
modules. Space is saved in that less working storage is 
required by the loader to build a composite mode list. There 
can be a substantial saving when loading several ALGOL 68 
modules from one library and hence the choice of modules to 


be put into one library should be made with this in mind. 


A library can have one mode CSECT for several 
modules since a mode CSECT can contain the information for 
an arbitrary number cf modules. This is so because the 
number of modules (field) can te changed; the section table 
can be increased and sections can be added on to the CSECT. 
There is essentially no limit to the numkter cf modules to 


which a mode CSECT can apply, using this design. 


The library builder forms the ccmposite mode CSECT 
in the following manner. If there is only one input mode 
CSECT, then it is used and nothing else is done in this 
respect. If there are several input mode CSECTs, then a 
composite mode CSECT is formed. First, a composite tag table 


is built by combining ali the tag tables from the input 
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CSECTs. The composite mcede list is then formed (as described 
in Chapter six). The composite mode list, its length, the 
composite tag table and its length are then put into the 
composite mode CSECT. The mode numbers in the giobai and 
external tables of the input CSECTs are then replaced by the 
appropriate new ones. Then the number of ALGOL 68 modules to 
which the composite mode CSECT applies is put into the 
CSECT. The section table (a composite of the input section 
tables) and the sections are then put into the composite 
mode CSECT. Cnce this is complete the library builder forms 
the rest of the library. While it is doing this it replaces 
the old mode numbers, in the code of the appropriate ALGOL 
68 modules, by the proper new mode numbers. It also puts the 
pointers to the appropriate modules into the section table. 
When it has finished building the rest of the library, it 
puts the mode CSECT at the end of the library and it puts an 
entry for the CSECT at the end of the directory. The library 


is then complete. 


The linkage editor must also be able to do this 
linking. A load module must appear just like an object 
module. Thus, it must contain only one mode CSECT even 
though it may have been composed of several ALGOL 68 modules 
which contained mode CSECTs. It is possible for one mode 
CSECT to he used for a load module because the mode address 
tables are related to the module via the ESIDsS in the 


information table. Thus, when the load module is created, 
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all the old ESIDs in the input mode CSECTs must be replaced 
by the appropriate new FSIDs. Once this is dcne, the linkage 
editor can build the composite mode CSECT as did the library 
builder, except that, for a load module, the section in the 
composite mode CSECT is a concatenation of the input 
sections with their ESIDs properly renumbered, whereas in a 
library, the individual sections are put into the composite 
mode CSECT because the individual modules still exist. The 
feature flags and mode numbers are tested between identical 
giobal and external identifiers and if they do not match 
then the load module is not produced, for the module will 
not be able to execute properly. If they do match then the 
old mode numbers in the code of the input ALGOL 68 modules 
are replaced by the appropriate new ones and the composite 


mode CSECT is put into the final load module. 


The loader is also able to do this linking. It forms 
a list of the mode CSECTs as it encounters them. While doing 
this it fills in the blank word in each information table 
entry with the corresponding pointer to the ESD table. Thus 
information such as an ESID'S appropriate memory address and 
reiocation factor are accessible via the mode CSECTs when 
the composite mode list is built. The loader keeps track of 
those library modules which have been loaded and which 
reference the library's mode CSECT, by putting a zero where 


the file pointer used to be in the secticn table of the 
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library's mode CSECT. Note that a library's mode CSECT is 
not put into the list of mode CSECTs unless a module fron 


the library is loaded which has an AL type ESD record. 


Once this mode CSECT list is completed and all the 
necessary modules are loaded, then the loader is ready to 
form the composite tag table and mode list. It does not forn 
a complete composite mode CSECT {as did the library builder 
and linkage editor). This is because the rest of the CSECT's 
fields are used only for replacing mode numbers in the code 
and these fields are no lenger necessary after the program 
is loaded. The loader builds the composite tag table and 
mode list as did the cther linking programs. The mode 
numbers in the global and external tables of all the input 
CSECTs must then be replaced by the proper new ones. Then 
the loader must check each global and identical external 
identifier to see if they are of the same mode and to see if 
their feature flags match. If an error is detected, the 
programs cannot execute properly so the lcading process is 
terminated. If no errcrs are found, the loader replaces the 
old mode numbers in the appropriate ALGOL 68 modules with 
the proper new ones. It replaces the mode numbers referenced 
by a negative entry in the mode address table by the memory 
address of the appropriate mode description. The loader then 
releases the space occupied by the list of mode CSECTs, for 
they are nc longer needed. Only the composite mode list and 


tag table are loaded with the programs. The loading process 
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is then finished. 


This completes the description of how the composite 
mode list and uniform set of mode numbers is achieved by 
execution time. While doing this linking, it is possible te 
check the communication between the linked programs, which 
is a desireable facility. One thing which considerably 
Simplifies the processes involved in combining modules is 
the generality of the mode CSECT. The format of the CSFCT is 
such that it can be used for an object module, load module, 
or library . Thus, in the formation of composite mode 
CSECTS, no special case need be made regarding the input 
mode CSECTs. Several different methods for satisfying the 
execution time requirements will be described and evaluated 
in Chapter seven. A detailed description of the algorithms 
used by the above linking programs in forming the composite 


mode list and replacing mcde numbers will now be discussed. 
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Chapter 6 


Algorithms 


The linking programs have been assigned several jobs 
in order to satisfy the execution time requirements which 
have been described. The algorithms which the linking 
programs use for the jobs of forming a composite mode CSECT 
and replacing the mode numbers in the ccde by the 
appropriate new mode numbers will now be described in 


detaii. 


6.1 Equivalence Of Mode Declarers 


The linking programs must form a composite mode list 
from the input mode lists. This composite mode list must 
consist of only non-equivalent mode descriptions. This means 
that a method for determining equivalent mode descriptions 
is required. fo date, basically two methods have emerged. 
The first method was first described by C.H.A. Koster (see 
f11}]) and the other by M. Zosel (see [10}). These two 
methods will now be discussed. Also, details of the version 
of Zosel's method which is used here by the iinking programs 


will be given. 


The algorithm suggested by Koster for determining 


[> 


dof aoeseyvee wit; hap fa 
21 28 ‘cme "Es Oov) 
sth Ge biaods Weg 4% La 
3 efGns HOPG 
oF). Yu. 
4k Pabiy g 
Hi f ma eT j 
Psd PTL : 
Saw) Chas Lc 


C Wa \ i ' 


eal Pies ' voy bo 


be 4 ra Pare re Y 


ne ) 


owe RRR «(ft | 
178.0% da be Ted: (eal ° 
v a 7 ab 


2. - 
« 079.0 aA 4 - 
ciwapo7 nee 79) w 


reo _ : 
>» go¢gas7 


at Wwols 


ov si 9a aan apa ae | an 


Prep dot fea) Lor 


_ 
= 


a5 


pera Balas set well 


oi? épakiens OT ba 


oi : fos: web OS ~ 
7 rt ans 4 7c yah Reg ali 
— a. 
‘95007 GCOhUR-e4? eatosl ware 


(vt Shey 2 Ja39 


on a 


Mui”, Hasan ut 


i Shew grquct wid wot : 


devispaatcat yito to takeaos 


can 


ii ian qt Oe! Tie? | <— a. 


ne oad ea ita oP .t tues | ut 


7 
tog a9 “ hodt xe sen 


weeks on ‘ie at a 


s stereg d 


48 


the equivalence of declarers is based on the principle that 
the ‘full expansion' of equivalent declarers will be the 
Same. A declarer is "expanded! by replacing any mode- 
indications in the declarer with their defining declarer. 
The full expansion of a declarer is obtained by expanding it 
until no mode-indications remain. However, the full 
expansion of an infinite mode (such as: mode m = struct 


( 


65 


ef m name )) is infinite, and thus cannot be achieved. To 


determine if two infinite modes are equivalent their 
declarers must be expanded until it is cbhvious whether they 
specify the same mode. Expanding a declarer does not change 
the mode specified by it. Consider the declarations: 


mode 


ee Eot Ve .¥ °--ank | Seeehel,tae 

The defining declarer of y is int . The full expansion of x 
is ref int . Thus x is equivalent to z , as can he 
determined by comparing the full expansions of x and z 


element-by-element. Therefore, the structure of the mode 


list should ke such that this comparison can be done easily. 


Koster's method is useful in an implementation in 
which the equivalence of two declarers is checked only when 
necessary, i.e. for conformity relations. This method is not 
well suited for a system where all the declarers are 
compared and equivalent descriptions are removed from the 
mode list. A method which is mcre appropriate for such a 
system was suggested by Zosel. Koster's method describes the 


basic procedure for determining whether two declarers are 
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equivalent, and thus leads the way to more powerful methods. 


Zosel intoduced a method which is very good for 
Systems where all (duplicate) equivalent mode descriptions 
are removed from the mode list. This method uses the 
insights of Koster's method as well as an algorithm similar 
to one for minimizing finite state machines. Mode list 
entries similar to those described in Chapter five are used. 


The algorithm will now ke described. 


The first task is the division of the mode list 
entries into classes according to their mcde type. Then, 
each class is subdivided such that the only mode 
descriptions remaining in any given class have all their 
displacements (fieids) in identical classes. When no more 
subclasses can be formed in this manner then each of the 
remaining classes is an equivalence class. If any class 
contains more than one mode description, at this point, then 
those descriptions are equivalent. The power of this method 
is in the fact that the class structure avoids the necessity 
of a complete element-by-element comparison of expansicns of 
two declarers to determine if they are eguivalent. These 
expansions are essentially tree structures and the class 
structure, as described, ailows comparing of whole trees (or 
parts of trees) at once by looking at the class number. The 
element-by-element comparison is actually done once when the 


various classes are formed. 


WEL 6 


ofan a 36 ay. ’ ani ee As 
, 


pail pied ie 40" wi 
({teuar wes enat ile 
‘aloe vind ai? 
[2 fe peed eat 
an rede" 53> Mv Ata 1 ota 
(Gad. 282060 ai 


eClOir wuesrs ib 


a4 isd : soe Ps ae 
aldo 2 open gant Aas 9 2 
* 


oe A dae ogee is Oitcn 
4 ‘aa is doe noady ug ; — 
‘a hi 
all due inam-end hs 
: ; 


we will now consider an example of this method. 


Assume the following mode-declarations: 


mode x = ref proc y ; 
node y= ten | ant | 
mode Zz = ref xx ; 


The normal forms (according to Zosel) for the above modes, 


when divided into classes, are: 


class cone: x = 
‘6 

class two: mi = 
XX = 

m2 = 

class three: y 
m3 

m 4 


class four: n5 = 


m7 

class five: m6 = 

The classes are the 
descriptions (i.e. 

different classes). 


is class three beca 


refé= m1 


ref xx 


ref m2 


il 
5 
e) 
= 
5 
(op) 


int 
real 
n checked for non-equivalent mode 
those with corresponding fields in 
The first class that can be subdivided 


use m6 is ina different class than m5 
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and m7. Class two can then be subdivided, because m3 is in a 
different class than y and m4. Then class one can be 


subdivided, hecause xx is in a different class than m1 and 


m2. The classes then are: 
class one: xX = ref m1 


yy = ref m2 


Class two: Z= ref xx 
class three: m1 =pfroc y 
m2 = proc m4 
class four: XX =proc n3 
class five: y = crew m5 
m4 = row n7 


Class six: m3 =row m6 


class seven: n5 = int 
ns == ant 
class eight: m6 = real 


The classes cannot be subdivided further because, in each 
class, the fields in the mode descriptions are in identical 
classes. Thus x and yy are equivalent, as are m1 and m2, y 


and m4, and #5 and m7. 


This method has several complicated aspects, such as 
the method used for recording and forming classes. Also, the 
description given presumes that the method will be used by 
the compiler, and for only one mode list. There is no 
mention of the problems involved when several mode lists are 


to be merged into one ccmposite mode list, as must be done 
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by the linking programs. Details of the implementation, 
within the linking programs, of a version of Zosel's 


algorithm will now be given. 


Ail the linking programs must he able tc form a 
composite mode list. In preparation for this, a list is made 
of the mode CSECTs which are to be merged so they can be 
easily accessed. The composite mode list is then filled in 
with all the entries from the 01d mode lists. However, a 
problem which occurs is that the displacements in the mode 
descriptions of the entries put into the composite mode list 
are relative to different addresses. Hence, when a mode 
description is put into the composite mode list then the 
displacements in the description must be altered to be 
relative to the beginning of the composite mcde list. 
However, it cannot be guaranteed that a given mode 
description will be in the composite list at the time when a 
mode description referencing it is being entered, and 
therefore the displacements cannot be updated until all the 


entries from the input mode lists have been entered. 


To facilitate this updating, each mode description 
in the input mode lists is replaced by the displacement at 
which it is entered into the composite mode list. Also a 
table (work mode table), of the same size as the initial 
composite mode list, is used. When a mode description is put 


into the composite mode list, the address of the input mode 
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list (from which the mode description was taken) is placed 


in the work mode table at the same displacement. 


The composite tag table must also be built before 
this renumbering in order to be able to renumber the disps 
(displacements in the tag table where a tag begins) in the 
struct mode type entries. The composite tag table is the 
serial icomposition of all the old tag tables. The 
displacement of each old tag table from the beginning of the 
composite tag table is kept in another table to simplify 


renumbering the disps. 


When the composite mode list and tag table have been 
formed, the mode descriptions in the composite mode list can 
be updated, using the work mode table and the input mode 
lists. The address of the mode list from which the mode 
description came is added to each displacement. This address 
was in the work mode takle at the same displacement as the 
mode descripticn in the composite mode list. This sum is the 
original position of the mode description (which the 
displacement references) in the input mode list. However 
that mode description was replaced by the displacement of 
its new position in the composite mode list. This 
displacement is, in fact, the appropriate new displacement 
which replaces the displacement we began with. Thus the old 


displacements can easily be replaced by the appropriate new 
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In the case of struct type entries, the disps are 
added to the displacement at which the tag table to which 
they refer was put into the composite tag table. When this 
updating is complete, the checking for equivalent mode 


descriptions can be dene. 


The initial class table ia built in preparation for 
the checking of equivalent mode descriptions in the 
composite mode list. This building is done while the 
composite mode list is formed. The initial class table has 
one class for each mode type. The entries in the class table 
are of the format: 

{| number | flag |...| displacement. |... | 
The 'number' field contains the number cf entries 
(displacements) in the class. The flag specifies whether the 
class is an equivalence class (cannot be further 
subdivided). The displacements refer to the mode 
descriptions, in the composite mode list, which are in this 


Glass. 


After the entries in the composite mode list have 
been updated, the entries in the work mode table are 
replaced by the class number (the address of the beginning 
of the class) of the corresponding mode description. This is 


done to speed up the checking of class numbers later in the 


algorithn. 
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Checking for equivalent mode descriptions is done in 
the following manner. Rach non-equivalence class (one which 
is not flagged) is checked to see if it can be subdivided. 
The only mode descripticns that are to remain in a class are 
those which are equivalent to the mode description pointed 
at by the first entry (displacement) in the class. The class 
is considered an equivalence class (and so flagged) if all 
the displacements in the mode descripticn pointed at by the 
first displacemnt in the class, are themselves in 
equivalence classes. A new class is formed at the end of the 
class table of ali the other displacements in the class 
being checked. When a new class is formed, the class number 
in the work mode table must be changed appropriately for 
each element of the new class. If a pass is made through the 
class table without any new classes being formed, then each 
of the classes is an equivalence class, and this portion of 


the algorithm is finished. 


Using the above method it can be determined whether 
two mode descriptions are equivalent by checking whether the 
corresponding displacements in the two descriptions belong 
to the same class. This is easily done, as the work mode 
table contains the class number of the mcde descriptions at 


the displacements under investigation. 


{The final composite mode list must net contain any 


equivalent mode descriptions. Thus, the next job to be done 


th 


7 
WH 


: tae, 1 Ao 
he Apa 2 eaeha ger ly sven “oy fe sale 
i *> a : 7 
hig i 6 =-- a Ge 7 
fr | 8 Date ae 
ae ‘ev een oe. oes 


Te . 4 yout >i my 


Tee A eed |. es | a Jyide} Geen ark? ee ate 


n 
oe pare wap) vanl? 


* filet 


ei ane ngs Pusot 


tho? tect wa bie dood favduihe te Setot Leno ae 
: q 7 we 
10 Te a) i ee ee woe nda Yeager el gab aed 
wo 7 
‘iat AGVLG 4 ; ree | 2 ee | meal if . os 4 
mS 
° - eT te 
ot x75 tei on) PT) f\ eo est A Ps =a P i naels eos aad . 


ated wate. ito qd Yo «ines aes! 
rae vue ay Mid y ; bes Xe & = 4“! ane! pat joa 


ten a eeriraors n4 H f 40 @how _ice® ono) at 


i” Peon Ay Ska: Pas io Ww th So so etnls fone 
_ _ 
ftedls <hrqre 7 ' ect tv ‘iat 2m i= 
- 7 
1o WLP te pews 4 ole lii Meat saennes (> ORF 20 
i t2142 @) asrts0pi og 
Atyde 'D oe Wiles Oe Oa cir? & “VLE wy . Orc av 
7 _ 7 7 
AD 2p Ae RIS pri : Dal i] HentMmito<c®5 oboe OF 
> > 
piel waekeaki's ih eel 4 22a wey yey T pal i (@aaeaD 
a oe 7 - 1? 
, Igoe gil ke . re ol eft if> -iHe 


thi coobtebsip fy fh eee) iyi. tents 7 iz: Sitch e263 
- — 
> , P a er eee py BI0-080~S | 
7 - - => - - a me 7 


- 
1 a . oo = 
a 0 at i: Phd ar7 Wit) ny ou he ney e 
Du 


Sat be allt ‘ 4 ae 7 > _ ate 
i a We oy - “e ‘ Pa he 


Wi 
iy 


~ 


56 


is the removal of all but one mode description from each 
equivalence class. As this is done, the work mode table 
entries are altered to reflect the changes being made. The 
removal of redundant mode descriptions is effected by using 
two pointers, a back displacement and a forward 
displacement. The back displacement is the displacement from 
the beginning of the composite mode list at which the next 
mode description is to ke put. The forward displacement is 
the displacement at which the current mode description, 
which is being checked, begins. Both forward and back 
displacements are initially set to zero. Each mode 
description is checked to see whether there is already an 
equivalent mcede descripticn in the composite mode list by 
checking the first field of the class to which the mode 
description belongs. If the field contains a number greater 
than zero then no equivalent mode description has been put 
into the final composite mode list and so the current mode 
description is moved to the location specified by the back 
displacement. The value of the back displacement is put into 
the work mode table at the forward displacement. The class 
entry is changed, to a zero in the first field and to the 
back displacement in the second field. Then the back and 
forward displacement are incremented by the length of the 
current mcde description, and the next mode is checked. If 
the first field of the class to which the mode description 


belongs is zero then the second field (which contains the 
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displacement of the equivalent mode description already in 
the final mode list) is copied into the work mode table 
Starting at the forward displacement. The forward 
displacement is then incremented by the length of the 
current mode description. This process continues until the 
forward displacement becomes the length of the initial 
composite mode list. At this point there is one mode 
description in the composite mode list for each of the 
equivalence classes. The final length of the composite list 


is the value cf the back displacement. 


There is one more necessary job in forming the final 
composite mode list list. All the displacements in the mode 
descriptions must again be updated so as to point at the 
appropriate mode descriptions in the composite mode list. 
The deleted mode descriptions and moved mode descriptions 
cause this inaccuracy in the displacements. This updating is 
done by using the work mode table which contains the 
appropriate new displacement in the composite mode list for 
each old displacement at the old displacement in the work 
table. So, each displacement in the mode descriptions is 
replaced by the entry in the work mode table which is found 
at that displacement. The composite mode list is then 


complete and accurate. 
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652 Specifics Of The Linking Programs 


After forming the composite mode list, the various 
linking programs have slightly different jobs. These jobs 


will now be described for the individual programs. 


The library builder must build a complete compcsite 
mode CSECT after forming the composite mode list. The 
displacements in the various global and external tables in 
the input mode CSECTs are then updated. This is done by 
replacing them with the entry in the work mode table found 
at the displacement which is to be updated. The library 
builder can then form the complete mode CSECT. It determines 
the total number of modules and, thus, the length of the 
section table. It then ccmpletes the composite mode CSECT by 
filling in the section table and sections serially from the 


input mode CSECTs. 


The only job remaining for the library builder is 
the updating of the mode numbers in the code of the various 
modules. This is done in the second pass made through the 
input modules. During the first pass, the likrary builder 
determines the size of the directory, forms the list of 
input CSECTs and then forms the composite mode CSECT. It is 
during the second pass that the library is actually formed. 
As each ALGOL 68 module is put into the library, its old 


mode CSECT's mode address tables are used to indicate the 
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location of the mode numbers in the text of the module. Each 
Such mode number is replaced just as the other displacements 
(in the composite mode list , external and glicbal tables) 
were replaced. That is, the mode numbers (displacements) are 
replaced by the entry in the work mode table Starting at 
that displacement which is being replaced. Each module is 
put into the library after its mode numbers have been 
replaced. the old mode CSECTs are not included in the likary 
as the modules use the one composite CSECT for the library. 
However, the AL ESD records are left in the modules to 
indicate that the modules require the composite mode CSECT. 
The composite mode CSECT is put into the library at the end 


andvansentry for it is put into the directory. 


The linkage editor must also build a complete 
composite mode CSECT. This is done in essentially the same 
manner as by the library builder. First, the rest of the 
load module is formed. The ESD records for the mode CSECTs, 
as well as those CSECTs themselves, in the various modules 
are not included in the lcad module. A complication which is 
unigue to the linkage editor is due to the fact that the 
ESIDS are changed in the various ESD records as they are put 
into the load module. Thus, as the load module is being 
built, a table (ESID relation table) is kept which relates 
the old ESIDs to the new ones and also contains the address 
of the code referred to by the ESIDs. Cnce the rest of the 


load module is complete, an ESD record with the proper ESID 
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is included for the composite mode CSECT. The composite mode 


CSECT is then formed, 


At this point the identical global and external 
identifiers are checked to see whether their mode numbers 
and feature flags match. If they do not, then the linking is 


terminated with an error message. 


Since the sections in the composite mode CSECT are 
just the sections from the input CSECTs, they contain the 
out-of-date ESIDs, which must now be updated. This is done 
using the ESID relation table. When this is accomplished, 
the mode numkers in the code are updated, in the same 
fashion as during library building except that the ESID 
relation table is used to specify the location in the code 


referred to ky an ESIC. 


The composite mode CSECT is then placed into the 
load module and the load module is complete. It is obvious 
that, except for some additional code to handle the change 
in ESIDs, essentially the same code can be used for both the 


library builder and the linkage editor. 


The loader's functions are slightly different from 
the other two programs. It must first load all the modules 
which are to be executed together. If it loads a module from 
a library which contains an AL ESD record then it checks 


whether the library's mode CSECT is already loaded. If it is 
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not, then the loader loads it, using the fact that the mode 
CSECT is the last module in the library and that it is 
accessible via the last entry in the directory. When the 
mode CSECT is loaded then the file pointer (in the section 
table) to the loaded module, which references the CSECT, is 
changed to a zero. This way the loader is able to determine 
which of the sections to use later when updating mode 
numbers in the code. As each module is lcaded (from a 
library or otherwise), the first field of each information 
table entry in the appropriate section is set to the address 
at which the code for the ESID in the third field of that 
information table entry was loaded. Also, as the modules are 
loaded, a list of the input mode CSECTs is made. When the 
loading of modules is complete, the composite mode list is 


formed in the same manner as for the other linking programs. 


The displacements in the external and global tables 
are then replaced by the appropriate new ones (as before). 
Then the corresponding mode numbers and feature flags of 
identical external and global identifiers are compared. If 


they do not match, then loading is terminated. 


The mode numbers in the code are then updated to be 
consistent with the ccmposite mode list. This is slightly 
different from the other two programs, for the loader 
recognizes (see mode address table entries in 5.1) the 


difference between the mode numbers which are replaced by 
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displacements (as done by the other programs) and those mode 
numbers which are to ke replaced by the absclute address of 
the mode description. Placing absolute addresses in the code 
aliows the progran to access the mode list during execution, 
thus satisfying the needs outlined in Chapter three. When 
mode numbers are replaced by appropriate mode numbers, this 
is done in the same manner as in the other programs. When an 
address is required (as specified in the mode address table) 
the loader adds the address of the beginning of the mode 
list to the proper displacement and puts the sum into the 
specified location. When this is completed the loading 
process is finished. Only the composite mode list and tag 
table are formed; the rest of the mode CSECT is not needed 


at execution time and is therefore not built. 


This completes the description of the algcerithms 
used in the linking programs. It is important to realize how 
the generality of the design of the mode CSECT has allowed 
essentially the same techniques and code to be used in the 
different prcgrams. It is important that the format of a 
mode CSECT allow it to be used for either a load module, 
object module or library. The designs of the mode list, work 
mode table and class table were made to facilitate the 
execution of a version of Zosel's algorithm for determining 


(and removing) equivalent mode descriptions in a mode list. 
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Chapter 7 


Alternative Methods 


There are several other methods for satisfying the 
compilation and execution time requirements which exist when 
executing together independently compiled ALGCL 68 programs. 


These methods will now be described and evaluated. 


The implementation of ALGOL 68R (see [12]) includes 
a method for satisfying both the compilation and execution 
time requirements at compilation time. This method involves 
the use of two lists. One of these, the ‘KEEP list, 
contains all the identifiers, operators and modes which have 
their defining occurrence in the program being compiled and 
may have applied occurrences in programs which are to he 
compiled. The order of the elements in the list is 
immaterial. This list is included at the end of the program 
being compiled. The segment (object module) which is 
produced during this compilation contains the mode list used 
during the ccmpilation, and the elements of the KEEP Jist 
a thea corresponding mode numbers. After the compilation, 


the segment may be put into an album (library) or it may be 


executed. 


The other list is the "WITH' list; it contains the 
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hames of all the previously compiled segments which are to 
be placed into the Segment formed during the current 
compilation. This list is included immediately in front of 
the program keing compiled. The order of the names in the 
list is the order in which the referenced segments will be 
placed, by the compiler, into the segment preduced. The 
segments named in the list are loaded from the album which 
is specified at the end of the WITH list by 'FROM filename’. 
This loading is done prior to compilation of the program 
which follows the WITH list. The mode lists in the loaded 
segments form the initial mode list for the current 
compilation. The names in the KEEP lists of these segments 
may have applied occurrences within the program being 
compiled. Note that any segment which is necessary for the 
proper compilation of the program must already have been 


compiled and must be named in the WITH list. 


This method has several good features. First, it 
allows a high degree cf ccmmunication between independently 
compiled segments, since identifiers, operators and modes 
can be on a KEEP list. Also, very little extra (with regard 
to the program being compiled) information is actually 


supplied by a programmer, for the elements of the two lists 


are just names. 


This method, however, has several very poor 


features. The most obvious one is the requirement that all 
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the independently ccmpiled programs which are necessary for 
a particular compilation must have been compiled previously. 
its is very restrictive when a large program is divided 
into sections. A section of the program which depends on 
another cannot be ccmpiled until that necessary other 
section has been compiled. This hampers parallel work on the 


different sections of the program: 


The communication between the various sections is 
restricted by the order in which they are to appear in the 
final segment. In any section there cannot be applied 
occurrences of names which are in the KEEP list of a section 
which is placed after it in the segment. Consider a program 
divided into sections A, B and C (the order in the final 
segment being A then E then C). Section A must be compiled 
before B and C if B and C contain applied occurrences of 
names on the KEEP list in A. A cannot have arplied 
occurrences of names cn the KEEP lists cf B and C. 
Similarly, B must be compiled before C. Aiso, B cannot have 
applied occurrences of names used in C. This methed is very 
peeves iti: for, in order to compile C, both A and B must be 
loaded first. Thus when C is being written and tested there 
is a large overhead at each test compilation due to this 
pre-compilation linking. This overhead can be very costly if 


there are many sections in a program. 


There is one more weakness in this methcd. The 
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communication between the various independently compiled 
Sections of a program is not checked at all. The case where 
different sections of the program have applied occurrences 
of the same i euaneves but are assumed to be of different 
modes for that identifier, may not be discovered at 
compilation or executicr time. This situation may result in 
ah error that is difficult for a programmer to detect. All 
the akove situations exemplify how restrictive and wasteful 
this method can be. The poor features of this method are 


felt to far outweigh the good features. 


There are two other methods that might be considered 
for fulfilling the execution time requirements. These 
methods could be used in conjunction with the method 
described in Chapter four for fulfilling the compilation 
time requirements. Both these methods require the 
independently compiled modules to contain the mode list 


formed when the module was compiled. 


One method consists of forming a single mode list, 
at execution time, from the mode lists of the various input 
modules which are being executed together. This formation 
couid be done as described for the linking programs. All the 
mode numbers in the code could then be updated and then 
execution could begin. A good aspect of this method is that 
the standard linking pregrams would not need to be changed 


at all to accomodate ALGOL 68 programs. 
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However, there are several poor aspects to this 
method. First, execution time is increased. Thus if a 
program were to be executed many times, there wceuld be a 
large extra expense invclved because of this ‘mode work', 
which would be done every time the program was executed. 
Also the loader and linkage editor could no longer check the 
communication between the independently ccmpiled modules, 
for the mode numbers would not be consistent until execution 
time. Thus, checking could not be done until execution time. 
Another consideration is that the amount of storage needed 
would be increased due to the code necessary for doing this 
mode work, This code would need to be included with every 
main program. All these detriments, the most important being 
the increased time and storage needed at execution time, 


result in this not being a good approach. 


Another methcd for fulfilling the execution time 
requirements would reguire the mode lists from all the 
modules which are being executed together to remain in core 
for the duration of execution. The equivalence of two mode 
descriptions could be checked using Koster's algorithm. This 
would be done only when necessary, i.e. for conformity 
relations. This method has the advantage that no changes 
would be required of the standard linking programs, and it 


does not require the updating of the mode numbers in the 


code. 
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However, this method has some poor featues. The 
amount of storage required at execution time would be 
considerably larger if executing together several modules, 
each containing its cwn mode list. Also, storage would be 
required for the code needed to do the checking of 
equivalences ketween modes. The size of libraries would also 
be considerably increased using this method. There is no 
guarantee that equivalence checks would be necessary cnly a 
small number of times. If the number is large then execution 
time may be significantly increased. If the execution time 
requirements are fulfilled in this way then a method is 
required for associating any one mode number to the proper 
mode list so that the garbage collector (as discussed in 
3.3) can function properly. Also the checking of 
communication between modules cannot be done until execution 
time. Therefore, as with the other methods discussed, this 


does not seem a good approach. 


The above methods were all considered as possible 
solutions to the problems involved in executing together 
independently ccmpiled ALGOL 68 programs. However, they were 
rejected for the reasons given above in favour of the method 
described in Chapters four, five and six. It appears that 
the best approach to solving the execution time requirements 


is to place the burden cf the mode work on the linking 


programs. 
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Chapter 8 


Summation 


This’paper has dealt) with the problem of combining 
independently-compiled ALGOL 68 programs. A general 
explanation of the three linking programs (the library 
builder, the linkage editor and the loader) and of those 
tasks which are commonly performed by these programs was 
included in order to place in perspective those non-standard 
tasks assigned to these programs in order to satisfy the 
requirements of ALGOL 68. The peculiarities of ALGOL 68 
Which necessitate non-standard functions when combining 


programs have been given. 


Additions to ALGOL 68 are suggested (in Chapter 
four), usage of which allow programmers to provide the 
compiler with the information necessary for fulfilling the 
compilation time requirements. These additicns pose no 


important restricticns con programmers. 


The execution time requirements have been solved by 
use of mode CSECTs and by the performance of non-standard 
tasks by the linking programs. The format of a mode CSECT is 
such that it can be used for either an object module, load 


module or library. This generality modularizes the tasks 
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involved in combining programs. An important feature of this 
method is the checking of communication between programs 


being combined. This can be a very useful debugging aid. 


The burden of the mode work has keen put on the 
linking programs. This method was chosen instead of the 
alternative methods which were described, because it 
involves the smallest amount of extra storage, and results 
in no increase in execution time. Thus, a prcgrammer is able 
to execute together independently compiled AILGOL 68 programs 


With little extra work and few restrictions. 
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